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SEEnergy SVR-104 Basic Network Video Recor
Reliable Network Video Recorder for SOHO \

Manage up to 4 Network Cameras
Compatible with Major Brand Cameras
High Quality Live/Playback Video
Export Playback Videos to AVI
Two-way Audio

SEEnergy Smart Camera Search
Mobile Devices Remote Monitoring

Pure Web Based Administration

The SEEnergy SVR-104 Basic is designed for use within a surveillance
system, and performs recordings and playbacks pictures from network
cameras in the system. It is designed for small scale applications such
as retail store. Up to 4 cameras can be connected via a network and
it is possible to record their camera pictures. It is possible to perform
the settings or operate the NVR using a web browser installed on a PC
connected to a network and live videos can be viewed on major mo-
bile devices through its web browser. Recorded video can be played
back from remote site by a PC. SVR-104 Basic is compatible with most
major brand cameras and its ability to automatically search and find
the available cameras on the network can greatly reduce the user’s
effort when configuring the system.
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SVR-104 Basic-- H

CPU and Memory
e ARM9 300 Mhz/128 DDR RAM

Ethernet
e Gigabit, half duplex/full duplex auto-negotiation

HDD
e SATA HDD Slot x 2 (SATA | or SATA 1I)
e Max. Capacity: 3TB (1.5TB per HDD)

Buttons
e Reset/Power (Manual Recording)

Connectors
e USBx?2
Power

e 12V DC/3A

e Power consumption: 36W

Dimensions

e 24.5cm x 14cm X 8.3cm

Weight

e G.W. 3kg

Temperature
e Operating Temperature: 5°C ~ 40°C

e Storage Temperature: -20°C — 70°C

e Operating Humidity: 10%RH ~ 80%
e Storage Humidity: 5%RH ~ 90%RH

‘ e CE/FCC \







